Mobile connection to Ethernet via GSM network

The IWC-701 Mobile Router is a device for
establishing wireless network connection with
no geographical limits (in areas with GSM
coverage) Yyou may call it a private, fully
protected wireless world-wide LAN.

Main feature of the product is data
transmission over the air, using GPRS/EDGE
technologies. To ensure the transmission
redundancy, the product is able to use two
separate GSM networks. The IWC-701 was
designed with higher standards to meet

expectations especially for bank sector so it guarantee reliable and stability of transmission
at first. Implemented protocols ensures transmission security and current firmware makes the

platform for further modifications,

according to end user specifications. The router

incorporates microcontroller equipped with powerful resources, working under socket based
TCP/IP stack driven by real time operating system (RTOS). This architecture allows performing
IP routing services, as well as other custom defined actions. As a result of customization the
user receives a device which entirely meets his requirements.

Application examples
Bank sector

Energy sector

Security sector

Server backup

Backup for UPS system

Remote control of dispensers & vending
machines

IWC-701
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Technical specification

General
Dual SM card reader
M - SM1-Main GSM network
-9M2 —-Backup GSM
network
Gam . .
Modem - Wismo Quik Q2687 - ONER
- GSM 850/900/1800/1900 LG CONSoLE
Wireless - GPRS y /
. EDGE ’ -1
Data - Serial R232 (log console) £
interface . _Ethernet 10/100Mbps 3
GSM -50 SMA
Antenna
connector
Power - 8-30VvDC
) POWGI’ Lﬁ ETHERNE-I[NDICATIONLED
Indication - Device gtatus 105mm
LEDs - GM link
- Ehermet
Working
temperatur - -40°C to +85°C
e
Sze - 10,5cm x 3cm x12,5cm
Weight - 300g
Software
TCP
IP
PPP (PAP or CHAP authentication)
Protocols ARP
ICMP
UDP
HTIP
GRE
Management - Web serverand localaccess
Detection of network problemsand automatic switch overto
second SM card
DHCP Server
Network - Keep alive
features - TCP/IP SYN/ACKroute inspection
- Automatic connection recovery
NATtable enabling incoming traffic
GREtunneling with keep alive option
Other
Portability
Features - Additional featurescan be developed on individual customer
requirements
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